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1
FIFTH WHEEL SLIDEABLE HITCH
ASSEMBLY

FIELD OF THE INVENTION

The invention herein pertains to trailer hitches and particu-
larly pertains to slideable fifth wheel trailer hitches with
uprights that displace fore and aft to allow for greater maneu-
verability in crowded traffic conditions.

DESCRIPTION OF THE PRIOR ART AND
OBIJECTIVES OF THE INVENTION

Slideable tow hitch assemblies are known in the art as a
way to increase maneuverability in tight operating environ-
ments without sacrificing stability when traveling long dis-
tances. Typically, these assemblies include a fifth wheel that
is supported by one or more uprights that displace longitudi-
nally relative to the tow vehicle. For example, a fifth wheel
may receive the kingpin of a trailer and be positioned in a first
position substantially over the rear axle of a tow vehicle to
provide a stable towing platform resistant to skidding or jack-
knifing. The fifth wheel may be selectively displaced rear-
ward of the first position to allow for greater clearance
between the towing vehicle and the trailer, increasing maneu-
verability in operating environments such as parking lots or
camp sites which may require a tighter turning radius.

It is no small feat to securely attach the towing vehicle to a
trailer, and the greater the towed load, the larger the vehicles
involved become. It may be inconvenient to return to the tow
vehicle only to become unsure as to whether the hitch assem-
bly is in the incorrect or unsecured position, or further to have
little in the way of assurance that a dangerous towing condi-
tion may or may not be present.

Thus, in view of the problems and disadvantages associ-
ated with prior art hitches, the present invention was con-
ceived and one of its objectives is to provide a fitth wheel
slideable hitch assembly capable of displacing fore and aft.

It is another objective of the present invention to provide a
fifth wheel slideable hitch assembly with base rails contain-
ing rollers.

It is still another objective of the present invention to pro-
vide a hitch assembly with rollers protected by flanges from
the elements and shielded from debris that may obstructroller
operation.

It is yet another objective of the present invention to pro-
vide a fifth wheel slideable hitch assembly that longitudinally
displaces via rollers which protrude from a plurality of aper-
tures in the base rails.

It is a further objective of the present invention to provide
a hitch assembly with a vertically off-set locking pin position
within an upright.

It is still a further objective of the present invention to
provide a fifth wheel slideable hitch assembly with a lift
defined by a pair of arms forming a channel therebetween to
receive a locking pin.

It is yet a further objective of the present invention to
provide a fifth wheel slideable hitch assembly with a clearly
visible indicator pin that displays to a driver the status of the
hitch assembly.

It is another objective of the present invention to provide a
hitch assembly with dual hitch position confirmation.

It is a further objective of the present invention to provide
a fifth wheel slideable hitch assembly with a handle in com-
munication with a pair of locking pins, all of which are
capable of displacing laterally.
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Various other objectives and advantages of the present
invention will become apparent to those skilled in the art as a
more detailed description is set forth below.

SUMMARY OF THE INVENTION

The aforesaid and other objectives are realized by provid-
ing a fifth wheel slideable hitch assembly for slideably
increasing or decreasing the distance between a tow vehicle
and a towed load, for example a trailer, camper, fifth wheel, or
the like. The hitch assembly includes a pair of base rails
affixed in parallel along the longitudinal axis of the tow
vehicle, such as in the bed of a pickup truck. Each base rail
contains a plurality of rollers mounted within that protrude
outwardly through apertures defined in the top of the base
rails. Two or more rollers contact the underside of a planar
base defined by each of a pair of U-shaped uprights. Each
upright houses a locking mechanism comprising an indicator
pin, a lift, and a spring-biased and off-set positioned locking
pin that is lifted out of pin apertures in the upright base and
base rail and laterally displaced by a pair of arms affixed to the
lift. The indicator pins are each in communication with the
lifts and the respective lifts are in communication with one
another via a transfer rod that spans the lateral distance
between the two uprights and connects to a post attached to
each lift. A separate coupling post extends opposite the rod
and engages a handle, which allows a user to manually urge
the indicator pins and locking pins between a first, engaged
position and a second, disengaged position. The handle may
be connected to a post and includes a safety pin that is inserted
into one of the uprights to prevent a lift from inadvertently
displacing the locking pin.

The handle may be urged in counterclockwise and lateral
directions, causing the lifts to vertically and horizontally dis-
place the locking pins from respective pin apertures. This
displacement is identified by the indicator pin moving from a
first to a second position as defined by the selector plate. This
indication is easily viewed by a user, even when the user is
located in the tow vehicle, reducing the likelihood of an
unsafe or undesirable towing orientation during use.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows an exploded front, right side perspective view
of a fifth wheel slideable hitch assembly with a fifth wheel
shown in ghost fashion;

FIG. 2 pictures an elevated, angled front view of an upright
of'the slideable hitch assembly of FIG. 1 with a portion of the
upright removed for clarity of the indicator pin and locking
pin both in a first position;

FIG. 3 depicts the upright as seen in FIG. 2 with the indi-
cator pin and locking pin both in a second position;

FIG. 4 demonstrates an exploded front, right side perspec-
tive view of a locking mechanism as removed from the slide-
able hitch of FIG. 1;

FIG. 5 shows a left side view of an upright and roller
exploded from a base rail;

FIG. 6 illustrates a cross-sectional rear view of the upright
in FIG. 2 as along lines 6-6;

FIG. 6A pictures a cross-sectional view of the upright as
shown in FIG. 5 as along lines 6 A-6A of FIG. 6;

FIG. 7 features a cross-sectional rear view of the upright in
FIG. 3 as along lines 7-7;

FIG. 7A demonstrates a cross-sectional view of the upright
as shown in FIG. 5 as along lines 7A-7A of FIG. 7;

FIG. 8 illustrates an elevated, angled rear view of the slide-
able hitch of FIG. 1 assembled;
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FIG. 9 depicts a bottom plan view of the upright of the
slideable hitch as shown in FIG. 2; and

FIG. 10 illustrates a bottom plan view of the upright of the
slideable hitch as shown in FIG. 3.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT AND OPERATION OF THE
INVENTION

For a better understanding of the invention and its opera-
tion, turning now to the drawings, FIGS. 1-10 illustrate fifth
wheel slideable hitch assembly 10 including a pair of uprights
11, 11' positioned on a pair of base rails 12, 12' for longitu-
dinally displacing fifth wheel 13 in relation to a tow vehicle.
As seen in partially exploded FIG. 1, base rails 12, 12' with
uprights 11, 11' and respective posts 15, 15' are laterally
spaced to receive cylindrical transfer rod 14 therebetween.
Rod 14 and posts 15, 15' each include pairs of opposing
apertures proximate the ends thereof and transfer rod is sized
to fit over posts 15, 15' for reception of for example threaded
fasteners 16 and nuts 17 in corresponding apertures. Transfer
rod 14 and posts 15, 15' are in rotatable communication with
handle 22 via post coupling 23. FIG. 8 presents an assembled
rear angled view of hitch assembly 10.

As would be understood uprights 11, 11' are identical in
structure and as such only one is described in detail with the
understanding that the description equally applies to both.
Further, the positioning shown in FIG. 1 schematically illus-
trates the positioning and attachment of fifth wheel 13 overtop
hitch assembly 10 such that the cab of the towing vehicle
would be in front whereby handle 22 is proximate the driver’s
side of the vehicle (not shown) for easy, convenient use. Fifth
wheel 13 is represented in FIG. 1 with dotted lines to indicate
the conventional structure of a fifth wheel as known in the art.
It should be understood that hitch assembly 10 may engage
any fifth wheel variation, and any minor modifications to
accommodate connection are within the scope of the structure
of hitch assembly 10. Further, uprights 11, 11' each include
pairs of opposing upper apertures on each side proximate
mount plates for attachment of sides 13a, 135 of fifth wheel
13 by fasteners such as for example bolts with washers and
nuts as is conventional.

Preferred upright 11 as shown in a front perspective view in
FIG. 1 forms an inverted U-shape opening downward towards
planar base 20 forming a stable vertical structure and may be
rigidly attached thereto by welding or the like, or may be
integrally formed from the same material, such as steel.
Upright 11 includes T-shaped selector plate 19 having down-
wardly depending guide 19a on the front thereof forming
U-shaped opening 80 and includes opposing apertures 75 on
the sides for reception of post 15. Upright 11 also preferably
includes a pair of opposing flanges 21, 21' vertically affixed to
opposing longitudinal sides of planar base 20 or integrally
formed therewith. Flanges 21, 21' serve to prevent dirt, debris,
or other obstructions from accessing rollers 47 and fouling
their engagement with upright 11.

FIG. 2 pictures an elevated, angled front view of upright 11
of slideable hitch assembly 10 with locking mechanism 29
and indicator pin 18 in first, engaged position 24 as defined by
selector plate 19, shown in FIGS. 2 and 3 with dotted lines to
clarify the inner components of upright 11. FIG. 3 pictures an
angled, elevated front view of upright 11 with locking mecha-
nism 29 and indicator pin 18 in second, disengaged position
25. The T-shape and positioning of selector plate 19 with
guide 194 in upright 11 defines U-shaped opening 80 (FIG. 1)
having first channel 81 correlating with first position 24 and
second channel 82 correlating with second position 25. As
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seen in FIG. 4, post perpendicularly engages lift 31, allowing
for frictional communication between post 15 and indicator
pin 18, respectively. Practically, when post 15 is laterally
displaced as shown in FIG. 3, indicator pin 18 displaces
laterally a corresponding distance from first position 24 to
second position 25. This displacement, discussed further
below and as shown in FIGS. 6-7A, results in locking pin 26
transitioning from first, engaged position 24 in which locking
pin 26 is positioned within aperture 36 (FIG. 6A) formed in
planar base 20 of upright 11 and base rail aperture 52 (FIG.
10) formed within first brace 51, to second, disengaged posi-
tion 25 with respect to base rail 12, in which locking pin 26 is
vertically and horizontally displaced from rail aperture 52.
Upright 11 may displace longitudinally away from a towed
vehicle until locking pin 26 pivots about mount plate 34,
changing the orientation of the vertical axis of locking pin 26
and encountering second base rail aperture 54 (FIG. 9),
defined within second brace 53, which is positioned further
aft and longitudinally offset in relation to first base rail aper-
ture 52.

As shown in FIG. 5, base rail 12 includes a pair of stops 67
rigidly affixed to the bottom proximate the ends thereof and
having opposing tabs 27 which each define tab aperture 28
(FIG. 2). Tab 27 may be inserted into a corresponding aper-
ture, for example in a mounting rail positioned perpendicular
to base rail 12 within the bed of'a tow vehicle (not shown), and
secured with a fastener to affix fifth wheel slideable hitch
assembly 10 to the tow vehicle for towing capabilities as is
known in the art. As described above, FIG. 3 depicts an
angled, elevated front view of upright 11 of slideable hitch 10
with indicator pin 18 in second, disengaged position 25, for
example in a laterally displaced position relative to upright
11. Practically, when locking pin 26 sufficiently displaces
longitudinally to engage second base rail aperture 54, indica-
tor pin 18 defines an opposing position to that shown in first
position 24, after transitioning from second position 25 with
respect to selector plate 19.

FIG. 4 demonstrates an exploded front, right side perspec-
tive view of locking mechanism 29 as removed from upright
of fifth wheel slideable hitch assembly 10. Locking mecha-
nism 29 includes post 15, lift 31, locking pin 26, biasing
member 32, pin housing 33, and mount plate 34. Although the
components of a single locking mechanism 29 are displayed,
it should be understood that an identical locking mechanism
29 is deployed within opposing upright 11'. Locking pin 26 is
generally cylindrical as seen by smaller, upper cylindrical
body 264, mid-cylindrical body 265 and larger, lower cylin-
drical body 26¢ with disks 37, 38 positioned therebetween.
Lower cylindrical body 26¢ preferably defines wide, curved
end 35 sized for insertion within upright aperture 36 (FIGS. 6
and 7) and base rail apertures 52 and 54 (FIGS. 9 and 10).
Lower cylindrical body 26¢ is connected to the lower of two
disks 37, 38 which define the engagement point, mid-cylin-
drical body 265, of lift 31 with locking pin 26. Lower disk 38
defines a planar, circular member with a diameter slightly
greater than that formed by curved end 35 while upper disk 37
is a two-tiered circular member that serves as a base for
biasing member 32 in addition to engaging lift 31. Biasing
member 32 may be any structure capable of imparting suffi-
cient downward force to secure locking pin 26 into an
engaged position within apertures 36 and 52 or 54, but is
preferably represented as a coil spring positioned between
locking pin 26 and pin housing 33. Pin housing 33 includes
cylindrical housing 39, disk 73 and pivotal slot 40. Housing
39 defines an opening sized to slideably receive upper cylin-
drical body 264 of locking pin 26 therein (FIG. 7). Slot 40 is
preferably a two-piece hemisphere that defines channel 41
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therebetween and opposing attachment bores 42 on each
hemisphere. Channel 41 is oriented to receive ear 43 posi-
tioned on the underside of mounting plate 34, and connects
thereto, for example with a fastener which passes through
both attachment bores 42 and a corresponding aperture
defined in ear 43. The engagement of ear 43 with pin housing
33 permits approximately fifteen degrees (15°) of rotation for
the longitudinal axis of pin 26.

Lift 31 includes indicator pin 18, lift body 46, and arms 44,
44'. Lift body 46 defines aperture 45 sized to receive post 15
therethrough which is secured therein by threadable fastener
60 through aperture 61 in lift body 46 which threadably
engages corresponding aperture 62 in post 15. Such engage-
ment causes simultaneous pivoting movement of lift 31 when
post 15 is rotated. Lift body 46 preferably defines a generally
U-shaped end opposite indicator pin 18 that includes a pair of
parallel arms 44, 44' having bulbous ends for manually
engaging mid-cylindrical body 265 of locking pin 26 between
disks 37 and 38. Lift 31 acts as a fulcrum as post 15 is rotated
and laterally displaced, causing corresponding action by lift
31 which leads to horizontal and vertical displacement of
locking pin 26 (see FIGS. 6-7A). Arms 44, 44' may be any
structure capable of overcoming biasing member 32 and ver-
tically displacing locking pin 26, but preferred arms 44, 44'
define an arcuate terminal end with a greater width than the
remaining length of arms 44, 44' to more securely engage
locking pin 26 during displacement as seen in FIGS. 6A and
7 A than arms with no rise. Mount plate 34 is a planar member
with ear 43 rigidly affixed therebelow and may define a plu-
rality of apertures to receive fasteners such as screws, bolts, or
the like for attachment to upright 11 for ensuring adequate
compression of biasing member 32 during normal operation
of hitch assembly 10.

FIG. 5 demonstrates a side view of upright 11 with one
roller 47 and base rail 12 exploded therefrom. As shown in
FIGS. 1-3, 6 and 7, flanges 21, 21' extend downwardly from
planar base 20 and include an opposing pair of extension tabs
48, 48' which continue in a downward direction opposite
planar base 20 and extend beyond the bottom surface of base
rail 12 as shown in FIGS. 6 and 7. Tabs 48, 48' are approxi-
mately a third of the length of planar base 20 with one end
proximate the midpoint thereof when locking mechanism 29
is in first position 24. Tabs 48, 48' define one or more apertures
for receiving fasteners 84 such as screws, bolts, or the like for
attaching upright 11 overtop base rail 12 while permitting
longitudinal displacement of upright 11 relative to base rail
12. Base rail 12 further includes a pair of alignment pins 57
(FIGS. 5-6 A) rigidly affixed therethrough that assist in keep-
ing upright 11 square when transitioning from one position to
another during displacement. Alignment pins 57 also assist in
preventing separation of upright 11 from base rail 12. One or
more rollers 47 are positioned within base rail 12 and attached
with an axle, nuts, washers, and other hardware known in the
art. Although roller 47 is preferred, other transportive mem-
bers such as friction-reducing shoes are also contemplated.
Rollers 47 are spaced along the longitudinal length of base
rail 12 to provide efficient displacement of upright 11, regard-
less of the desired position of fifth wheel 13.

As opposed to the front views shown in FIGS. 2 and 3,
FIGS. 6 and 7 illustrate cross-sectional rear views of upright
11 with locking pin 26 shown in first and second positions 24,
25, along lines 6-6, and 7-7 respectively to demonstrate the
positioning and movement of locking mechanism 29. FIGS.
6A and 7A picture side cross-sectional views of upright 11 as
viewed from respectively lines 6 A-6A and 7A-7A to demon-
strate the positioning and movement of lift 31. As schemati-
cally illustrated in FIGS. 6 and 6A, curved end 35 of locking
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pin 26 rests within aperture 52 (first position 24) of base rail
12, lower cylindrical body 26¢ is maintained within aperture
36 of planar base 20, mid-cylindrical body 265 is engaged by
arms 44, 44' as smaller, upper cylindrical body 26a rests
within the opening of cylindrical housing 39 of pin housing
33. Biasing member 32 is maintained uncompressed between
disk 37 oflocking pin 26 and disk 73 of pin housing 33 and ear
43 is contained within pivotal slot 40. In this position with
locking pin 26 in aperture 52, locking mechanism 29 is angled
to the right and post 15 extends slightly over the right side of
planar base 20. As seen in FIG. 6 A, lift 31 is positioned such
that arms 44, 44' are generally horizontal with planar base 20
and indicator pin 18 abuts selector plate 19 in channel 81 in
first position 24 as seen in FIG. 2.

FIGS. 7 and 7A schematically illustrate second position 25
whereby curved end 35 of locking pin 26 is removed from
aperture 52 and rests atop base rail 12 in opposing relation.
Upper cylindrical body 26a of locking pin 26 has been pushed
upward within the opening of cylindrical housing 39 of pin
housing 33 as biasing member 32 is now shown compressed
between disk 37 of locking pin 26 and disk 73 of pin housing
33. In this position pivotal slot 40 has pivoted on ear 43 such
that locking pin 26 is now displaced (angled) to the left
whereby post 15 likewise extends slightly over the left side of
planar base 20. As seen in FIG. 7A, lift 31 is now angled
upwardly such that arms 44, 44' are applying pressure, com-
pressing biasing member 32 and lifting locking pin 26
upwardly such that indicator pin 18 has now shifted down-
wardly about guide 19a of selector plate 19 into second,
disengaged position 25 as shown in FIG. 3 within channel 82.

As would be understood when indicator pin 18 moves from
first position 24 (channel 81) to second position 25 (channel
82), locking pin 26 is manually urged in an upward direction
by arms 44, 44' while compressing biasing member 32. In
addition to this vertical displacement, post 15 in communi-
cation with indicator pin 18 displaces laterally as well, for
example by a user manually urging handle 22 in a lateral and
counterclockwise pulling fashion. As locking pin 26 is
removed from corresponding upright aperture 36 and base
rail aperture 52, upright 11 is free to move in a longitudinal
manner as seen by arrows A in FIG. 7A, for example increas-
ing the distance between fifth wheel 13 and the tow vehicle.
As would be understood, stops 67 assist in controlling the
longitudinal movement of upright 11 relative to base rail 12
such that during longitudinal displacement fasteners 84 con-
necting tabs 48, 48' will abut the innermost ends of stops 67
thus halting and preventing further movement of upright 11 in
either direction.

As shown in FIGS. 2 and 3, locking pin 26 may not define
a longitudinal axis perfectly perpendicular to planar base 20,
but may form a slight offset angle while pivoting about mount
plate 34. Because biasing member 32 is in the coiled or
compressed position when locking pin 26 is in second, dis-
engaged position 25, when upright 11 is displaced, pin 26 will
insert into second base rail aperture 54 formed within second
base rail brace 53 at the appropriate longitudinal displace-
ment causing indicator pin 18 to be fully received within
channel 82 in opposing relation to the position as shown in
FIG. 2. Such seating of locking pin 26 causes handle 15 to
return to its normal, engaged position. In order to accommo-
date the offset vertical axis of locking pin 26, first and second
base rail apertures 52 and 54 are formed in diagonal opposing
relation and do not share the same lateral placement on base
rail 12. For example, first base rail aperture 52 may define a
closer proximity to the longitudinal midline of hitch assembly
10 compared to second base rail aperture 54.
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When post 15 is rotated and urged laterally in the opposing
direction to remove pin 26 from second base rail aperture 54,
for example by a user pushing handle 22 in a counterclock-
wise direction, locking pin 26 is lifted upwardly by lift 31 thus
compressing biasing member 32 whereby locking mecha-
nism 29 is displaced. Curved end 35 is thus removed from
second base rail aperture 54 and locking mechanism 29 pivots
to the right and allows upright 11 to longitudinally move
forward towards the tow vehicle. Fastener 84 of extension
tabs 48, 48' abut stops 67 and locking pin 26 downwardly
engages base rail aperture 52 as seen in FIG. 6 and indicator
pin 18 returns to first, engaged position 24.

FIGS. 9 and 10 display bottom plan views of hitch 10 with
pin 26 positioned in first base rail aperture 52 and then
removed therefrom as represented in FIGS. 2,3, 6, 6A, 7, and
7A. As shown schematically in FIGS. 6A, 7A, 9, and 10 first
brace 51 and second brace 53 may be rigidly affixed to base
rail 12 or preferably integrally formed therewith. Both first
and second braces 51 and 53 define respective apertures 52,
54 that are sized to receive curved end 35 of locking pin 26.
The squared shape of braces 51 and 53 creates added struc-
tural stability for hitch 10 as well as ensuring that pin 26 does
not release from engagement with either first or second rail
apertures 52, 54. As described, locking pin 26 is removed
from first rail aperture 52 and upright 11 may longitudinally
displace as demonstrated by arrows A away from a tow
vehicle until pin 26 engages second base rail aperture 54,
increasing the distance between the tow vehicle and hitch
assembly 10, allowing for greater maneuverability of the
towed load in tight quarters such as parking lots and camp
grounds.

Inuse, hitch assembly 10 is installed by placing mount rails
perpendicularly to the desired direction of hitch travel into the
tow vehicle, for example the bed of a truck. The mount rails
include apertures for receiving front and rear tabs 27 of base
rails 12, 12'. One or more rollers 47 are inserted into base rails
12, 12'before fastening tabs 27 to the mount rails, for example
with a bolt or a threaded fastener and corresponding nut.
Uprights 11, 11' are then slideably positioned on base rails 12,
12' engaging rollers 47 and ensuring that planar bases 20, 20"
with flanges 21, 21' and extension tabs 48, 48' encircle base
rails 12, 12' on the top and both sides as seen for example in
FIGS. 6 and 7. Fasteners 84 are passed through tabs 48, 48'
below base rails 12, 12' to maintain uprights 11, 11' in slide-
able position overtop base rails 12, 12'. Transfer rod 14 is
affixed between posts 15, 15', and post coupling 23 with
handle 22 is affixed to post 15' as seen in FIG. 1. After hitch
assembly 10 is installed, longitudinal displacement of fifth
wheel 13 may occur via rollers 47 by manually engaging
handle 22, for example by rotating and pulling handle 22 in a
vector away from uprights 11, 11'. This rotation and displace-
ment causes corresponding rotation and displacement of indi-
cator pins 18 that results in arms 44, 44' of lifts 31 to urge
locking pins 26 in an upward direction, removing pins 26
from first apertures in base rails 12, 12'. With locking pins 26
in the disengaged position both vertically and horizontally,
uprights 11, 11" are clear to longitudinally displace whereby
locking pins 26 will then engage second apertures 54 in base
rails 12, 12', for example moving fifth wheel 13 further away
from a tow vehicle to allow for greater maneuverability of the
towed load in confined areas such as parking lots and camp
grounds. When the need to shorten the distance between fifth
wheel 13 and a tow vehicle arises, handle 22 may be manually
rotated and pushed in a vector towards uprights 11, 11', caus-
ing posts 15, 15', indicator pins 18 and lifts 31 to correspond-
ingly displace laterally, forcing locking pins 26 to exit second
apertures 54 and allow uprights 11, 11' to longitudinally dis-
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place into a position overtop corresponding first apertures 52
in base rails 12, 12' allowing for insertion of locking pins 26
due to the downward bias provided by biasing member 32.

For safety and conformational convenience, an embodi-
ment of hitch assembly 10 may require a dual-stage confir-
mation that longitudinal displacement of fifth wheel 13 is
desired. Therefore, hitch assembly 10 may further include
providing safety pin 50 on lanyard 49 which may be attached
to handle 22. Pin 50 can be inserted through opposing aper-
tures 70 (FIGS. 1 and 6A) in the side walls of upright 11 and
engage locking mechanism 29, preventing rotation of lift 31
and therefore the displacement of locking pin 26. Should
locking mechanism 29 not be fully engaged, pin 50 cannot be
inserted in upright 11 as lift 31 obstructs the passage of pin 50
therethrough (see FIG. 7A). As seen in FIG. 6 A, aperture 70
is positioned directly above lift 31 whereby with safety pin 50
in position within upright 11, lift 31 could not be lifted thus
preventing dislodgement of locking mechanism 29. Safety
pin 50 would need to be removed from upright 11 for posi-
tioning and returned therein to assure the desired position is
locked in place. Although not shown a second safety pin 50
with lanyard 49 could be provided.

The illustrations and examples provided herein are for
explanatory purposes and are not intended to limit the scope
of the appended claims. Many of the components of hitch
assembly are described as singular for the sake of brevity and
clarity, but it should be understood that many components
such as upright 11, locking mechanism 29, base rails 12, and
others are provided in duplicate as indicated in the figures.

We claim:

1. A slideable hitch assembly comprising: a fifth wheel, an
upright defining an opposing pair of apertures, said upright
slidably supporting said fifth wheel, a base rail defining an
aperture, a roller positioned within said aperture and protrud-
ing therefrom, a locking mechanism positioned within said
upright comprising a locking pin, a lift oriented substantially
perpendicular relative to said locking pin, and a post posi-
tioned within said pair of opposing apertures and rotatably
attached to said lift, said locking pin oriented substantially
perpendicular relative to said post, said lift defining a pin
channel for receiving said locking pin therein, wherein
engaging said locking pin with said lift via said post permits
longitudinal displacement of said upright via slidable contact
with said roller.

2. The hitch of claim 1 further comprising a planar base,
said planar base attached to said upright.

3. The hitch of claim 2 further comprising a pair of flanges,
said flanges affixed in opposing relation to said planar base.

4. The hitch of claim 1 further comprising an indicator pin,
said indicator pin engaging said post.

5. The hitch of claim 1 further comprising a handle, said
handle attached to said post, wherein rotating said handle
correspondingly rotates said post.

6. The hitch of claim 1 wherein said base rail defines a
U-shaped cross-section.

7. The hitch of claim 1 wherein said upright defines an
opening and includes a selector plate, said selector plate
positioned over said opening to define first and second indi-
cator channels.

8. A slideable hitch assembly comprising: a fifth wheel, a
pair of uprights, each upright defining an opposing pair of
apertures, a pair of planar bases, said planar bases attached to
different ones of said uprights, said pair of uprights slidably
supporting opposing sides of said fifth wheel, a pair of base
rails, said pair of base rails positioned in parallel alignment to
said planar bases, said base rails defining a plurality of aper-
tures, a plurality of rollers, said rollers positioned within
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different ones of said apertures and protruding therefrom, a
locking mechanism positioned within each of said uprights,
each locking mechanism comprising a locking pin, a lift
defining a pair of arms oriented substantially perpendicular
relative to said locking pin, and a post positioned within said
pair of opposing apertures and rotatably attached to said lift,
said locking pin oriented substantially perpendicular relative
to said post, said arms spaced to form a pin channel for
receiving said locking pin therein, wherein engaging said
locking pins with said lifts via said posts permits longitudinal
displacement of said uprights via rotatable contact with said
plurality of rollers.

9. The hitch of claim 8 further comprising a pair of biasing
members, said biasing members engaging and biasing differ-
ent ones of said locking pins.

10. The hitch of claim 8 wherein each of said planar bases
further comprises a pair of flanges, said flanges affixed in
opposing relation to different ones of said planar bases.

11. The hitch of claim 8 wherein said uprights each define
an opening, a pair of selector plates, each of said selector
plates positioned over different ones of said openings to
define first and second selector channels, a pair of indicator
pins, said indicator pins positioned within different ones of
said openings and engaging different ones of said posts.

12. The hitch of claim 8 wherein each of said base rails
defines a pair of tabs, said tabs positioned in opposing relation
on each of said base rails.

13. The hitch of claim 8 further comprising a handle, said
handle attached to at least one of said posts, wherein rotating
said handle correspondingly rotates said at least one post.
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14. The hitch of claim 11 wherein displacing said indicator
pins from said first selector channels to said second selector
channels correspondingly displaces said pair of posts.

15. The hitch of claim 14 where the displacement is lateral
displacement relative to said hitch.

16. The hitch of claim 12 wherein said tabs are downwardly
depending in opposing relation to said uprights.

17. The hitch of claim 1 whereby said locking pin defines
avertical axis that is offset relative to a vertical axis defined by
said upright.

18. The hitch of claim 1 whereby said locking pin defines
a cylindrical body with an upper portion with a first diameter,
a middle portion with a second diameter, and a lower portion
with a third diameter, said third diameter greater than said
second diameter and said first diameter less than said second
diameter.

19. The hitch of claim 18 further comprising an upper disk
and a lower disk positioned on said locking pin, said lower
disk having a diameter greater than said third diameter and
forming acircular shape with a planar surface, said upper disk
defining a two-tiered member with a circular shape.

20. The hitch of claim 1 whereby said lift is comprised of a
U-shaped lift body defining a post aperture and a pair of arms
extending in parallel from said lift body to form said pin
channel, each of said arms defining a bulbous terminal end
opposite said lift body.
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